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AUDIO VIDEO STEREO RECEIVER 


KR-V8070 
INSTRUCTION MANUAL 


KENWOOD CORPORATION 


For your records 


Record the serial number, found on the back of the unit, in the spaces designated on the warranty 
card, and. in the space provided below, Refer to the model and serial numbers whenever you call 
upon your dealer far information or service on this product. 

Model___ Ser lal Nurmber 


Unpacking 


Unpack the unit carefully and make sure that all accessories are put aside so they will not be lost. 
Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, 
notify your dealer immediately. If your unit was shipped to yau directly, notify the shipping com- 
pany without delay. Only the consignee (the person or company receiving the unit) can file a claim 
against the carrier for shipping damage. 

We recommend that you retain the original carton and packing materials for use should you trans- 
port or ship the unit in the future. 


Accessories 


FM indoor antenna (1} FM antenna adoptor (1} AM loop antenna {1) Loop antenna stand (1) 


Remote control unit (1) Batteries (R6/AA) {2) * AC plug adaptor (1) 


* Use to adapt the plug on the power cord ta the shape 
of the wail putiet. (Accessory only for regions where 


BG60-1828-20 CSD (K,P,M,X,Y) iMG: usa is neccissary.) 


Units are designed far Gaetan as follows. 


U.S.A., Mexico and CAMAMA crsccrvcsseresesnnnienirnnnunnAe 120 ¥ only *OUREF COUNTIES. .ssssssessensenennnene AG 119-120/220-240 V switchabl. 
PUUSUBNNG isis sins opted etre ia eo eiesctenteeeiaen sseresessene AG 240 VY only 
*AC voltage selection 


AC voltage selector switch 


The AC voltage selector switch on the rear panel is set to 
the voltage that prevails in the area to which the unit is 
shipped. Before connecting the power cord to your AC 
outlet, make sure that the setting position of this switch 
matches your line voltage. If not, it must be set to your 
voltage in accordance with the following direction. 


ACT10 ~ 120V- AG2e0 - 240V- 
4 » 


Note: 
Our warranty dogs not cover damage caused by excessive line volt- Move switch lever to match your line voltage 
age due to improper setting of the AC voltage selector switch. with a small screwdriver or other pointed tool.. ._ _ 


_..Safety precautions —_—«_—_. ee = os 


WARNING : TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN 
OR MOISTURE. 


RISK OF ELECTRIC SHOCK (OR BACK}. NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED 


( | CAUTION | () CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 
T OPEN SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL. TRIANGLE, |S 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE” 
WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A 
RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO 
THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE | 
LITERATURE ACCOMPANYING THE APPLIANCE. ‘ 


For the U.S.A. 


FCG WARNING 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 
unauthorized change or modification {s made. 


NOTE: 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is not installed and used in accordance with the instructions. However, thera is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following 
measures: 

—~ Reorient or relocate the receiving antenna, 

— Increase the separation between the equipment and receiver. 

— Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

-— Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 


Note ta CATV system installer: 
This reminder ts provided to call the CATV system installer’s attention to Article 820-40 of the NEC that provides guidelines for proper 
grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of 
cable eniry as practical. 


KR-V8070 {[En) 


_. Special features. ee 


1S TEREO. ae The surround system reproduces video software programes 
carrying the [X)[pouy sumone] mark with similar acoustic effects 
to movie theaters. 

The DOLBY PRO LOGIC mode controls the audio signafs of the 
Front Left/Right, Center and Rear surround channels using the 
built-in directivity enhancer circuit to reproduce the feeling of 
sound motions very realistically. 

The DOLBY 3 STEREG mode can reproduce the mations of sound 
even when only the front and center speakers are used, by 
providing proper acoustic position using the directivity enhancer 
circuit. 


This mode adds presence sound components obtained from the 
DSP (Digital Signal Processor} to the signals output from the 
DOLBY PRO LOGIC (Left, Center, Right and Surround channels), 
allowing movie software programs to be played with a similar 
feeling of presence to movie theaters in a listening room in home. 


eo Roe ae This mode adds presence sound components obtained from the 
DSP {Digital Signal Processor) to the original source signals, 
allowing music source entertainment with the feeling of pres- 
ence in an arena, stadium or jazz club in a listening room at home. 


PRESET REMOTE CONTROL — The preset remote control contains preset memory of the remote 


control codes of video components fram many manufacturers. By 
simply entering the manufacturer codes, a single unit can operate 
video components owned by individual users. 
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system connectiolm 


Connection of Audio components 

Make connection as shown below. 

When connecting the related system components, refer also to the instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 
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am, 


Turntable 


Malfunction of microcomputer 


, If operation is not possible or erroneous display appears 
even though all connections have been made properly, 
reset the microcomputer referring to “In case of diffi- 


culty”, (P31) 


To wall 
AC outle 


SZ 


OKO 


SPEAKER (MPEDANCE SELECTOR (refer to P. 7) 


Ventilation fan 


CD player 


REC PLAY 


a aie mel 
aro] 6 o 


Ventilation fan 
The fan rotates during high-power reproduction. To allow the 


ventilation, install the component by reserving a certain distance 
between its rear and the wall. 


Automatic operation 
If you connect other KENWOOD components (i.e. a cassette deck or CD player) to this unit's SYSTEM CONTROL, this unit’s input selector will 
automatically switch to that component when you start playback from it. This also works when you use the remote contral. 

(Automatic operation is not possible with TAPE DECK 2 or VIDEO machines.) ; 


Connection of Video components 
Make connection as shown below. 


When connecting the related system components, refer also to the instruction manuals of the related components. 


Do not plug in the power lead until all connections are completed. 


Shape of AC outlets 


Video deck 1 Monitor TV | uss enscanaon 


Cis) al —~—1— ==. ie 
Video Video Audio J Audio 
OUT IN IN OUT 


2 Zz 
‘ c_4 ty ee _ 
omewrmmmnncuntechms 1 FT apne C77 rum MF wt CF see SP am Cy \. 


Wie 


Video OUT 


LD Player or Video deck 4 


| _l2 


Audio OUT J] Vidao OUT 


® This unit has a cooling fan on the rear panei, De not place anything near the cooling fan. 
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/O (© ha 
MOKA To wall 
Bs ee 1 OS Gro) | Ag AC outlet 
: ee a. at fen aS aN 
“Ceres LOOOe.. 
Sat |- OCiAGO 
OC) FOO|QG 
w OO!|GGS 
ita cy 
Audiol Audio 
Video deck 2 | ouT | iN LD Player or Video deck 3 
Video IN 


of 


Cannect all cords firmly. If connections are loose, there could be loss of sound or noise produced, 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 

Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 
Insert the system contro! plugs completely into the jacks. 


components will not work properly, 


. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 


_ If the system control cords or audio cords are not connected properly, the remote control or automatic operation between system 
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itv24 Connection of S-VIDEO terminal 
: Make connection as shown below. 
When connecting the related system components, refer also to the instruction manuals of the related components. 


Do not plug in the power lead until all connections are completed. 


LD Player or Video deck 3 Monitor TV 


$-video OUT 


LD Player or Video deck 4 


S-video OUT 


ar i — 


Use these jacks when you want to play music with larger volume level than the level obtained with normal connection, or when you want to enjoy 
music with different tones. cs Ren - 

Speakers cannot output sufficient sound level even when they are connected directly to the PRE OUT jacks. These jacks should be connected to 
speakers containing an amplifier or to amplifiers to which speakers are connected, 

Be sure to press the SPEAKERS switch (A and/or B} to ON. 


Am plifier 


Center speaker 


Amplifier 


Amplifier Amplifier 


Sub woofer —— - 
Rear surround 
speakers 


@ Connect a sub woofer if you want to enhance the bass sound. 
@ This unit has a cooling fan on the rear panel. Do not place anything near the cooling fan. 
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® Strip coating. ' 
z= — C Om jj 


@ Loosen, 


@ Insert. 


@) Secure. 


Connection of banana plugs 
( Except for some countries, like Singapore, etc.) 
@ Secure. @ Insert. 


e Sound will not be heard if the | 
speaker terminal is not fully se- 


Setting the sneaker IMPEDANCE SELECTOR 


When using the speaker A or speaker 
B separately 


Speaker impedance Selector pasition 


ec — 


When using the speaker 4 and B simultanaously 


Speaker impedance Selector position 


Rear speaker 
(8Q ~ 16Q) 


a Mk AM il a AOS HS IS pL AA OF APP 


Speaker 
system B 


Center speaker 
(8Q ~ 160) 


@ Never short-circuit the + and - speaker cords. 

@ If the left and right speakers are connected inversely or if the 
speaker cords are connected with reversed polarity, the sound 
becomes unnatural with ambigous acoustic image positioning. 
Be sure to connect the speakers and speaker cords correctly. 


CAUTION: to prevent FIRE OR DAMAGE REQUIRING 
SERVICE, SET THE IMPEDANCE SELECTOR 
SWITCH AS DESCRIBED BELOW. 


According to the impedance of the speakers used, set the speaker 
IMPEDANCE SELECTOR on the rear panel as shown in the table. 


@ When the IMPEDANCE SELECTOR switch is set to *AorB: LESS 
THAN 8Q, AandB: 82 OR MORE", it is possible to use the Aand 
B speakers at the same time. 
Therefore, when using the speakers A and B and simultaneously, 
be sure to set the IMPEDANCE SELECTOR switch to the “AorB: 
LESS THAN 8, AandB: 82 OR MORE" position. 

® During speaker system connection and operation of the speaker 
IMPEDANCE SELECTOR, set the power key to OFF, 


KA-VBO70O (En, 


Connection method to each antenna terminal 


ies eet 2 EI 


@ Push Jever. @ Insert cord, . @ Return lever. 


__. Connection of AM antenna 


=), eee ee Ser, ae 


55a iy Sal rc ea canis ass awe cain icaacarioe wit macy oral es ks) wie SERIES MGR. Gah ana Gad Teen ae Se Sar be a. REE CoSse, 


AM foop antenna connection AM outdoor antenna connection 

The supplied antenna is for indoor use. Place it as far as possible If the reception is poor when the AM loop antenna is used, distrib- 
from the main system, TV set, speaker cords and power cord, and ute a vinyl-coated wire of more than 6 meters outdoors, without 
set it to a direction which provides the best reception. disconnecting the loop antenna. 


Sean Rl Fe ee en nS aT ee eo meee racemase a eg Sth Pa Se ain as ia 


C tion_ of FM antenn 

FIV indoor antenna connection FM outdoor antenna connection 

The accessory antenna is for temporary indoor use only. For stable Lead the 75 Q coaxial cable connected to the FM outdoor antenna 
signal reception we recommend using an outdoor antenna. Re- into the room and connect it to the FM 75 Q terminal. 


move the indoor antenna if you connect one outdoors. 
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_.Connection.ofantenna adaptor... 


1 cciereran Sev Sree rns eee: tees Seem alder al Avera las “ash meal bs ae papery anal i a are ek 


@® Prepare the cable. 


When coaxial cable is used . When the provided simplified an- 
: tenna is used 


Other shietd (Braid) inner conductar ; 
rd C= 


Remove the vinly coating and twist conductors. 


RG-6 (5C-2V} or RG-59 (3C-2V) 
Opan the claws with the fingers to release 


the lock and pull cut the cover. 


@ Attach the cable and close the cover. 


When coaxiall cable is used ; When the provided simplified an- 
tenna is used 


@ Connect the adaptor to the antenna terminal. 


Wrap around 
the terminal. 


Insert the cable into the slit on the clip. Fasten i Insert the antenna card tip into the slit on the 
bands A and 6 using a pair of pliers. : hardware and wrap the cord around it. 


FIM DE-ERAPHASIS / CHANNEL SPACE switch 
(Except for U.S.A., Canada and Australia) 
The FM DE-EMPHASIS / CHANNEL SPACE switch on ‘the rear 


panel is set to the correct setting that prevails in the area to which DE- 


the unit is shipped. However, if the FM DE-EMPHASIS / CHAN- 
NEL SPACE setting is not matched to the area where the unit is to ENE AM mae Hy Ci 
be used; for instance, when you moved from area 1 to area 2 or space FM SOkHz 100kHz 


vice versa, desired reception of AM / FM broadcasts is not ex- 
pected, In this case, change the FM DE-EMPHASIS / CHANNEL 
SPACE setting in accordance with the area corresponding to the 


table. The FM DE-EMPHASIS is switched over at the same time. A CHANNEL FIM DE- 
rea 
prea SPACE freq. | EMPHASIS 
| 1 | “Hawaii South’ | FM: 100kHz 
@ When changing the setting of the FM DE-EMPHASIS / CHAN- American countries) AM: 1OkHz 


NEL SPACE switch, first disconnect the power cord of the am- FM: S5OkH 
plifier, then reset the channel space switch, connect the power AM: SL 


cord again, and turn the power an. 


Lontrols and indicators 


Broadcast band 


indicators 


SPEAKERS 
indicators 


Ry “aT 


VISUAL FIX indicator 


VIDEO 1,2,3,4 indicator 


KENWOOD | atuio ween stenso recerver|ka-ve070 


@POWER key 
© STANDBY indicator 
© Numeric keys 
@ AUTO key 
Press to select the auto tuning mode. 
O DIRECT key 
Press for direct station tuning based on 
numerical input. 
@ MEMORY key 
Press to preset a station in the memory. 
@ INPUT SELECTOR knob 
Tum to select the input sources. 
OTAPE 2(MONITOR) key 
Press to monitor the sound being recorded. 
©VOLUME CONTROL knob 
@ DOLBY PRO LOGIC key 


Frequency display, 
Input display, 

Preset channel display, 
Surround mode display 


eCCECCEELER 


MUTE indicator 
DSP LOGIC indicator 


ne aaa oe 
Tsnceannnenerae Saaneedeseneetr 


DSP indicator 


MULTE 


Display 


De ded hdd eked wat dd det ty bd dated hhh 0 eheteteteitietetateteeh eh 


ai 
i 


@® PHONES jack 
Used for headphone listening. 
@DOLBY 3 STEREO key 
@® SPEAKERS A/B keys 
Press to select the A and/or B speaker systems. 
@N.B. CIRCUIT key 
Press to enhance low frequencies. 
@®DSP LOGIC key 
@CENTER MODE key 
Chooses center mode in DOLBY PRO 
LOGIC surround and DOLBY 3 STEREO. 
@DSP key 
@BYPASS key 
Press to cancel the surround modes. 
@LINE STRAIGHT key 
To listen to a source with high quality 
sound. 


STANDBY mode of POWER switch 
When the power cord of this system is plugged into an AC outlet, the STANDBY indicator lights up regardless of the ON/OFF setting of the 
POWER switch. This indicates that a smal! amount of current is being supplied to the unit to back up the memory contents. This mode is 
referred to as the Standby mode. While the STANDBY indicator is jit, the power of the system can be switched ON/OFF from the remote 
control unit. 
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SURROUND indicator 
3 STEREO indicator 


TAPE 2 indicator 


Tuning mode 


indicator 
au Recaption mode 
smnGHy LSTERED | indicator 


La = MEMORY 


TUNED indicator 


MEMORY indicator 
LINE STRAIGHT indicator 


N.B. Circuit indicator 


@VISUAL FIX key 
@ BAND key 
Press to switch the broadcast band. 
@ BALANCE key 
Press to adjust the volume balance be 
tween left and right. 
@ LEVEL MODE key 
@VIDEO 4 terminals 
@ TUNING keys 
Press to tune broadcast stations. 
© MULT! LEVEL CONTROL knob 
@ TONE CONTROL knobs 


The RC-R0802 remote control unit provided with this unit can control 


KR-VBO70 (En 


- es atte A Ny ipa a a a ig, nearest wala ngeinn livin pages 
Si x aan, mee GUN oe. gee anges agua dare ee ae ig To say ee ae ae ee MS > 


KENWOOD cassette decks and CD player as 


receiver unit. In addition, it can also control video components from other manufacturers than KENWOOD by recalling the 
manufacturer codes preset with it. For the methods of recalling manufacturer codes and other operations, please read the set- 
up code list on this manual. 


Display 


trolled. 


POWER key 


tralled component ON and OFF. 


Numeric keys 


trolled compcenent. 


ric anearaeet =m, soa Leh Soh TM Ye TE ODI ET EE 


ENTER key 


Prass when entering manufacturer j 


codes. 


Operation keys 


The contents of operations vary de- 


Press to select the surround mode of ] 
the receiver unit. 


BYPASS key : 
Press to cancel the surround modes. ff 


Fe ce ae ear bane MRE Hen OTR SR Ta. SEER. Baa ne ae Mees LEMOS es 


Displays the component being con- : 


Press to turn the power of the con- t 


Use as the numeric keys of the con- ff 


HeaeRS RS 


ney 


Lewwewenn 


SPLA 


t 
1 
' 
mh 
onl 


1 
4 
1 
4 
‘ 
' 
‘ 
‘ 
1 
i] 
' 
' 
t 
t 
t 
t 
1 
1 
4 
4 
4 
i] 
' 
1 
1 
t 


UI, 


KENWOOD 


REMOTE CONTROL UNIT 
RC-ROSD2 


Model: RC-R0802 
Infrared ray system 


~ P34 


Controlled componentselect keys 
Press to select the component con- 
trolled by the remote control unit. 
AUDIO key 
Press when remote controlling au- 
dio components from KENWOOD. 
RECEIVER» CF 
TAPE J-+TAPE A 


VCR key 
Press when remote controlling 
video decks. 

WOR {=~ VOR 2 

LD key 
Press when remote controlling an 
LD player. 

TV/CABLE key 
Press when remote controlling a 
TV or cable TV. 

Ty «———_ [CABLE 


DISPLAY key 
Press to display the camponents 
which can be remote controlled cur- 
rently for 5 seconds. 


MUTE key 


Press to mute sound temporarily. 


VOLUME keys 
Press to adjust the volume. 


INPUT keys 
Press to select the inputs. 


q Loading batteries = === 


7 Remove the cover. 


@ Insert two AA-size (R6 / SUM-3) batteries as indicated by the polar- 
ity marking. 


_Operation procedure 


ee a a ee 


Plug the power cord of the system into an AC wall outlet, and 
press the POWER key on the remote control unit to turn the 
power on. When the power is turned on, press the key of the 
source component to be operated. 


Remote sensor 


@ When two operation keys on the remote control unit are pressed 
successively, press each key securely reserving an interval of more 
than 1 second for each press. 
# Components connected via the system contro! cords, such as the 
smeeieees ; CD player, can also be remote-controlled. In this case, please read 
the instruction manual supplied with your CD player. 
e When the batteries are exhausted and replacement becomes nec- 


essary, replace them with alkaline batteries (LR6), 


Model: RC-R0802 
Operating range Infrared ray system 


{approx.) 


1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 

3, Malfunction may occur if direct sunlight or the ligh of a high-frequency lighting fluorescent lamp enters the remote control light sensor, 
In such a case, change the system installation position to prevent the malfunction. 


Pemote control of the receiver Ua 
KA-V8070 (Er 


The remote control unit provided with this unit can contro! KENWOOD cassette decks and CD player connected to the receiver uni 
through system control cords. ” 


To remote control the receiver unit: 


@ Press the AUDIO key to display “FECE IVER”. 
@ Press the POWER fg ta turn the receiver unit ON, 


* Keys drawn with dotted lines cannot be used to controi the receiver. 


7 
RELEIVER 
Select RECEIVER. 
Each press switches the sources 
as follows. 
ree | | lige 
_— (ey 


@ TAPE AR 
@ TAPE 3 


POWER key E 


Numeric keys 


BIE mamma Function as the numeric keys of 
: the tuner when the TUNER input is 
: at a Ae selected. 
: EN ; BISPLA _ 
Tuner and Surround related keys iC a : 


P.CALL key 
BAND change key ie 


“wemeer™ 


| | DISPLAY key 
ie ~ Press to display the components 
i <al§ | ise which can be remote controlled 


currently for BRconos, 


as eat neqeupws, pha free. : a 
ro —_ i i ii i i fm, SE —— Bed 
te me. . | or he eee : - 

ce a eee TEST TONE key 


Bonin tli MUTE ————— a eke 
LEVEL MODE k rf Lemme MUTE key 
ey SURROUND joergaeren po-mgac sy a al Press to mute the sound tempo- 
SURROUND MODEchangekey Sane ff INPUT | | VOLuRAe penn enterenemsmete 
=e Sete. 
i ' i 7 : Press to adjust the volume. 

BYPASS aay | Trane We Pe See : ane oe See 

si - -—j INPUT keys 


MULTI LEVEL CONTROL (ANY) 
keys 


Sr Senet went LE PYAAR BARE FC 


KENWOOD Press to select the inputs. 
REMOTE CONTROL UNIT 
RE-ROsbe2 


Be 


WViodel: RC-RO802 
Infrared ray system 


~ KRAVBO7O [En) 
The remote control] unit provided with this unit can control KENWOOD cassette decks and CD player connected to the 
receiver unit through system control cords. (Pa) 


To contro! KENWOOD CD player or cassette deck: 


@ Press the AUDIG key to select "[ 72" "TAPE RAR” or "TRPE Br, 
@ Press the operation keys. 


rr gts pet tte einer 


* Keys drawn with dotted lines cannot be used to control the CD player or cassette deck. 


Choose a function other than 
RECEIVER. 

Each press switches the source as 
follows: 


@ RECEIVER 
@COF 
@ TAPE A 


@THPE B 

(Seiect “TAPE 3” when your 
cassette deck is a singla-deck 
unit.) 


nT nS ie pA BT EE MME FATA SET EER Bee 


Use as the PLAY (Reverse) key of the | To a a oa a Numeric keys 
cassette deck. @ SS (5): When the CD input is selected, use as 
ee 7 : the numeric keys of the CD player. 
| + Sie 2g 
| iC i DISPLAY key 
is An ed Press to display the components | 
| Bl a which can be remote controlled cur- A; 
With CD player: ml —a < : creney for § seconds. | ] 


Use as the skip keys. 


With cassette deck: | | | ee ai n> 


Use as the Fast Forward (Rewind) } a fit With CD player: 


: H Use as the PLAY/PAUSE key. 
Cc) H & With cassette deck: 
SURROUND Tae ; 


Use as the PLAY (Forward) key. 


erry 


With CD player: 

Use as the PAUSE key of the cassette 
deck. 

With cassette deck: 
Use as the disc selector of the multi- # 
elec CD Beye! 


J 


KENWOOD 


REMOTE CONTROL UNIT 


RC-ROSBO2 


Works the same as when operating the fl 
receiver. ~ Pia | 


Model: RC-RO802 
Infrared ray system 


9 preset tne set-up 


Presetting the set-up codes in order to control components by other companies with this remote control. 
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Refer to the set-up code list on pages 34 and after to find the 
set-up code of the component to be registered. 
Example: To register a VCR from KENWOOD, 
056, 061 or 082 


| Find the set-up code of the component to be regis-} 
tered. 


Peeve SEP SPSS Set errr eres ee rte re eee re eee ry es 


Each press of each key switches the display as follows: 


| | issleyed characters 


Example: Press the VCR key to select “VCR1” or “VCR2”. 


Go to step 3 within 5 sec. 


PURO eee ra ini ire rritirr ser isirrrri ttre tr state eer rrari tiie eters tiie ete riers 


Sed 


\ % Go to step 4 within 5 sec. 


Enter with numeric keys. 
wim h 
example: 


e If you commit a mistake, wait until the displayed number disap- 
pears and restart from step 2. 


‘ Y Go to step 5 within 5 sec. : 


Pe er reir re cer eee eee Tere Pee Te eerie iret ir eset terete ere ee ere re tt eee 


3 Press the ENTER key. The display shows “5ET", 


=) 


5 Press the ENTER key. When presetting is OK 
When presetting is NG 


« lf you made a mistake entering the set-up code, start over from 
step 4 within 5 seconds of the “N&" indication. 


The set-up codes are designed to be compatible with several models, but there may be some incompatible models. (With some models, 
anly some of the functions can be operated.) 
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| | Displayed characters 


TV/CABLE TV 4+ CABLE. 


Go 


esac! f 
oos) f 
5 ' 


IO0990 


qeoso 


“T3da4 


Point to the preset component and press the | 
POWER key. | 


Operate referring to the remote control key correspondence table 


3 Operate the keys. on page 33. 


@ Press the POWER key. 


fe 


A Vg 8 Serio ete ap gee! 


2 Select the SPEAKERS switch setting. 
i : SPEAKERS Bi 


oI 
ws" 


ey 


- DoD 


a" 
aye 


roto F 


PHONG 


The indicators of the speaker 
systems to be used should lhe up. 


VOLUME CONTROL 


5 Adjust the volume. 


— 


na decrease 
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A, B OFF 
Sound is not output from the speakers. Use this setting for listening 
through headphones, etc. 

A ON 

Sound is output from the speakers connected to the SPEAKERS A 
terminals an the rear panel. 

BON 

Sound is output from the speakers connected to the SPEAKERS B 
terminals on the rear panel, 

4, B ON 

Sound is output from the speakers connected to the SPEAKERS A and 
B terminals on the rear panel. 

@ When a surround mode is activated while both SPEAKERS A and B 
are ON, the SPEAKERS B system is automatically switched off. If 
the SPEAKERS B key is pressed at this time, the SPEAKERS B sys- 
tem is switched ON and the SPEAKERS A system is switched OFF 
automatically. 

@ Output to the sub woofer is not turned off even if you turn off both 
Sreera x and cal 


The input sources are awitehad i in 


the following order: 
The selected source 


@ TUNER (frequency display) ne 
@ TAPE | is displayed 
@rIJEGI 
SH PTT 
Ort 
@VIBEOY fa} Gf NG 7 
QCIF 
® PHONG 

® The selected input source is held in memory for about 3 days even 

after the power cord is unplugged from the mains outlet. 


Volume level is 
displayed. 


VULUME- bu 


@ The sound of input source cannot be listened to while TAPE 
2(MONITOR) is ON. 


SPE 
= 
VIREO 


1 
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a 


fo ae pera tesear neta wiki es Pa og Soe EL a Rl Ree Ra 


Adjusting the tone 


To adjust low To adjust high 
frequencies frequencies 


To decrease the To decraase 
right sound the left sound 


The natural bass circuit corrects for more natural bass sound. 


PHONG 


To cancel 
Press the N.B. CIRCUIT key again. 


PHOND 


Goes off 


Remote control unit only| | ww | 4 
| =r 


sania piss ae 


To cancel 
Press the MUTE key again. 


t 


ELE 


Goes off 
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aa “fe ter La RET 


To listen through headphones 


@ Set both of the SPEAKERS switches 
to OFF. 


Make sure the light is out. 


ea ae EE EOE ee ee eens 


@ Plug headphones. ! # Output to the sub woofer is not turned off even if you turn off both 
SPEAKER A and B. 


PRP he PPP Pee eer ee ror r erate ress 


@ Adjust the volume. 


To decrease To increase | 
volume valume i 
¥ 


tet Seg Tn tt at a ft TE TIN NE AES ELT EN NR Ra i cA NRC SN re ee A i REI SS ATR eae St tie SE = Ooo we mai a 


Playback with Line Straight 
This feature allows you to enjoy music sources such as CD 
with an even higher sound quality. 


@ Choose the playback source. 


INPUT SELECTOR : H rl : iF crttEun 


lights 


e Tone controls cannot be moved during playback with line straight. 
@ Pressing keys related to surround sound will cancel line straight 
playback. 


a ee 


@ Press the LINE STRAIGHT key. 


To cancel 
Press the LINE STRAIGHT key again. 


HUNG is 


RE Mec cae: Se eae ae Te ne Mereehe eatet By, ee Sek a ee, Mae ee 


To record a music source 


@ Select the source to be recorded. 
INPUT SELECTOR 


= 6 


Select an input source other than TAPE 1. 


@) Put the cassette deck in record- 
pause mode, 


@ Play the source and start recording. 


@ Press the TAPE 2(MONITOR) key. 


= 


@ Select a source other than TAPE 1. 


INPUT SELECTOR 


6 


@ Play cassette deck 2 and start re- 
cording on cassette deck 1. 


@ For copying a tape using a double cassette deck, read the instruc 
tion manual of the double cassette deck. 


Regarding TAPE 2 (MONITOR) 

A cassette deck or graphic equalizer can be connected to this unit's TAPE 2 (MONITOR) terminals. If you connect a graphic equalizer, turn the TAP: 
2 (MONITOR) key ON. If you connect a 3-head cassette deck, you can monitor the source sound, or the sound being recorded, while recording 
Pressing the TAPE 2 (MONITOR) key lets you compare the recorded sound and the source sound. Refer to the operating manual for the componen 
you connected for further details. 


mp oadcast recepto] 
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The input sources are switched in the following order: 


@ TUNER (fr displ F 
@ TAPE | equency display) Frequency display 


@VIIEG I 
@VIDEG? 


@VITEDS | 
@ruTEDY SAU 
OI . tn 
® PHONG OR Ge ee, 2 


@ The last frequency tuned before is displayed. 


7 Select the TUNER input. 


INPUT SELECTOR 


Each press switches the band as follows: 


Pv FM 
@ AM “AM” or “FM” indicator 


Each press switches the turning method as follows: 


re AUTD lit (auto tuning) 
@ AUTO not lit (manual turning) 


3 Select the tuning method. 


L1G J AUTO JORECT 


e Usually, set the switch to AUTO {auto tuning). 


Select manual tuning when noise interferes due to weak radia wave. 
(The stereo broadcasting is received in monaural during manual tuning.) 


To increase 
frequency 


“TUNED” lights up when = 

To dacrease station is turned. 

frequency : Auto tuning: The next station found is tuned automatically. 
Manual tuning: Press repeatedly or hold until a station is tuned. 


3 Specify the frequency. 
@ Press the DIRECT key. 


NS 


@ Enter the frequency of the desired 
- station. 
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~The input sources are switched in the following order: 


® TUNER (frequency display) Frequency display 
@ ees 


a ae ey, 
OVITEGI ce 
@VIBEGY -- g 

DEP ae ee 

@® PHONG 


Each press switches the band as follows: 


pe ® FM 
@ AM "AM" or “FM” indicator 


Press the numeric keys according to the frequency to be tuned as 
shawn below. 
*AM10kH2/FM 100kHz territories (U.S.A,, Canada, etc.) 


AM 810 KHZ... 3}, (10 kHz space) 

AM 1260 KHz ws 4], a [6] (10 kHz space) 

FM 90Mhz........... [8], (@], [0} (100 kHz space) 

FM 102.5 Mbz........... [4], (0), [2], [5] (100 kHz space) 
*AMSkH2/FM50kHz territories rr for countries) 

AM 810 kHz.. ~s a a (9 kHz space} 

AM 1260 kHz............ {9 kHz space) 

FM 90 MHz.......... Ee {50 kHz space) 

FM 102.5 Miz... [5], (0) (50 kHz space) 

*FM DE-EMPHASIS/CHANNEL SPACE switch ~ (Es 


Frequency indicator 


SUL fa 


*“TUNED* lights up when a station is tuned. 


@ If you make a mistake, repeat step 3 again. 


Preparation @ Tune the station to. be stored in ff 
memory. [Pozi] f 


«# Press the AUDIO key on the remote 
control to display “RECEIVER”, 


is Proceed to step 2 within 5 sec. |{lf more than 5 sec, have 
elapsed, press the MEMORY key again.) 


Press the preset number of the desired station. 


@ Select the TUNER input 
with the INPUT SELECTOR. 


INPUT SELECTOR 
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ry (Station preset) ——_—_ 


Aran eee a cece a pans erg in me nae oe F 


Lights up (for § sec.) 


Press the numeric keys in the following order. . 

To store in “15"... [+70], [5] 

To store in “20" ... [+10], 15), [0] 

e Repeat steps 1 and 2 for each of the stations to be stored in 


memory. 
e |f a station is stored in a preset number which already stores a sta- 
tion memory under it, the previous memory is replaced by the new 
memory content. 
e Once the memory content has been preset, it is held for about 3 
days even after the power cord is unplugged from the mains outlet. 


Press the numeric keys in the following order. 
To recall “15” ... [+10}, 5 
To recall "20"... [+10], [+10], [0] 


ng all preset stations inorder... 


the praset 
number increases 


the preset number 
decreases a : 


e Every time the key is pressed, the next station in the order of the 
preset number !s received. 


When you press > key.... ees eee IG~-3IG~-up 


When you press < key, ... a nes Pee ee 39 -~39<49 
If the key is held pressed .......Preset stations will be received suc- 


cessively for about half a second each. 


yperation of video components 


For the connections and operations, also read carefully the Regarding the VISUAL FIX key 


instruction manuals of the video components. This key prevents visual input sources from switching. 
ees For example, with VISUAL FIX on, even though you change the input 


source from VIDEO 1 to VIDEO 2, the VIDEO 1 images continue unin- 
terrupted and only the audio portion changes to the VIDEO 2 source. 
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lights 


The chosen video Input 
appears in the display. 


_. Playback. of videotape. . 


; ’ The input sources are switched in the following order: 
2 Select the VIDEO 1 input. : QD Ne (frequency display} “THE t* shoutd 


INPUT SELECTOR E @ THPE ! be displayed. 


__Recording ofvideo source... = 


@ Connect the component to be played to the VIDEO 2 jacks. 
@ The connectable components include a video deck (playback only}, 
video camera (playback only), LD player or DBS tuner. 


t 
7 & eouneee the Mideoe source pe compen? to be peeved i 


t The input sources are switched in 
2 Select the VIDEO 2 input. INPUT SELECTOR . the following order: | “VT JEDe™ should 


@ TUNER (frequency display) be displayed. 
E @ TAPE } 
: @UIGE g i 
: VIGEG? 


@ Start recording with the video deck which is connected to the VIDEO 
1 jacks. 


4 wel peeerungs) on nme Siedbasl video oe : 


Sars an aere deren wk = ae oe le eae 
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The surround modes allow to enjoy the feeling of presence in music. Select the mode according to the source or components 
played. For the connections of the rear and/or center speakers, refar to “Connection of speakers”. ~{P.7] 


DSP presence mode 


This mode provides a live atmosphere to music 

sources. By adding the reverberation component of © ARENA 
one of the three sound fields of this mode, it allows ~ eee 
to enjoy three kinds of sound fields with full of 7 

feeling of presence. The sound field can be selected 

according your liking. 

To use this mode, connect the rear speakers. ea 


DSP LOGIC ' 


DSP LOGIC Iets you enjoy the atmosphere of a 

movie theater in your listening room. By adding the 

reverberation aspects of a movie theater to the r @ LARGE 
sound from the original music source, you can ® SMALL 
enjoy the soundscape of either a large or small 
movie theater. Be sure to connect rear and center 
speakers when using this mode. 


DOLBY PRO LOGIC surround mode Cantarspeaker In case center speaker is not used 


Video and LD software programs carrying the 
[Xi [octsy sunncunn] mark contain recording of the same 
Dolby Surround data as those used in movie the- 
aters. 

The DOLBY PRO LOGIC surround mode uses the 
Dolby Surround data and brings into home a similar 
sound field with full of presence to movie theatres. 
To use this mode, connect the rear (and center) 
speakers. + Pw 


SER Aree MALE Ki hin ae tit 


Rear speakers Rear speakers 


SI aE et a rt ER ER OR ARR Ree eet hherem reer ertheret—ee tee tele hei we cern 4S teeta ten ote Ste na nom em wane tA mannectee eh meres a eee mmo ante 2 anes ne ee ee en ee eae arererent rn 


DOLBY 3 STEREO mode 


If the left and right speakers are installed apart from 
each other, the center acoustic image (words, etc.} 
may vary depending on the listener’s position. The 
DOLBY 3 STEREO mode provides an improved po- 
sitioning of the center acoustic image regardless of 
the listening position. 

To use this mode, connect the center speaker. 


What is DSP? 
oR a The DSP stands for Digital Signal Processor. In the DSP presence and DSP LOGIC modes, the reverberation components (elements of 
Se f sound echoed in various spaces} which determine the feeling of presence are created by digital processing by the DSP without spoiling 


the sound quality of the original music source. 
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With DSP, you can enjoy a variety of soundscapes. By 
adjusting the settings, you can even create your own 
soundscape. To obtain optimum results, always adjust the 
settings from you listening position. 


Preparation e Start the playback source. 
e Press the AUDIO key on the remote 


control to display “PELE IVER’. 


—— — sm mn essere! 


__.Enjoying music with a feeling. of presence... 


7 Choose the presence mode. 
DSP mode DSP LOGIC mode 


When you've chosan the DSP mode. 


” ARENA 


@ Choose the mode based on your speaker arrangement and playback 
source. 


For DSP made 


Choose a sound field. one NA cee 
: eproduces the feeling of sittin in the front row of an arena 
For DSP mode r : ; 


concert. 
@ JAZZ CLUF (JAZZ CLUB) 
Reproduces crisp cymbal crashes like at a jazz club, 
@STRIIUM (STADIUM) 
Reproduces a feeling of release associated with the near 
absence of reverberation reflected from the ceiling. 


~_ ARENA = 


For DSP LOGIC mode 
@LARGE (LARGE) 
5 Reproduces the presence of a large movie theater. 
@ SMALL (SMALL) 
Reproduces the presence of a relatively small movie theater. 


LARGE ee 


Although both 1 and 2 provide fully effective sound field, pro- 
ceed to steps 3, 4, and 5 if you'd like. 


The following switch each time you press FUNCTION. 


3 Adjusting the delay time 


@ Choose “DELAY” 


@ DELAY (DELAY TIME) 
7 @® EFFECT {EFFECT LEVEL) 


FUNCTION 
@CENTER (CENTER LEVEL: DSP LOGIC mode only) 
SS REAR (REAR LEVEL) 
oe = : fe 
era increase : I E [ H 4 L ie {_See7) 


@ The delay time is adjusted in 10ms steps each time you press the 
MULTI LEVEL CONTROL[ANY) keys. 

@ The delay time adjustment range is 10ms - 60ms. 

® The values set in this step are reset to the initial values when ar. 
other sound field or one of the Dolby surround modes is selected. 


Sx 
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4 Adjusting the effect level 
© Choose “EFFECT” 


FUNCTION 


increase 


5 Adjusting center and rear speaker volume 
@ Choose “CENTER” or “REAR” 
{Adjusting the center speaker’s volume Ff 
Is ia necessary in the DSP LOGIC ff 
mode, ; 


FUNCTION 


@ Adjust 


increase 


Sx 


decrease 


-- Lf" CEES 


* EFFECT 


@ The effect level! is adjusted in 1dB steps each time you press the 
MULTI LEVEL CONTROL(ANY) keys. 

@ The effect level adjustment range is -10dB - +10dB. 

@ The values set in this step are reset to the initial values when an- 


aaa al eae hel TTT ETT tte Terie iT Te Teer Tee ee eT errr eee rere Ty ree e 


/. REAR 


@ The volume level is adjusted in 1dB steps each time you press the 
MULTI LEVEL CONTROL[ANY) keys. 

@ The volume level adjustment range is -10dB - +10cB. 

@ The rear level is stored in memory as the common setting with 
“DOLBY PRO LOGIC“, and the center level is stored in memory as 
the cammon settings with "DOLBY PRO LOGIC” and “DOLBY 3 
STEREO", 


Goas off 


fT 7] 
LU 


@ Be sure to turn off the presence mode when not using presence 
playback. 


videos and laser discs with the [X] [pedi sumo] mark. 


Manufactured under licence from Dolby Laboratories Licensing 
Corporation. Additionally Licensed under one of more of the 


folowing patents: U.S. numbers 3,959,590; Canadian numbers 
1,004,603 and 1,037,877. “Dolby”, “Pro Logic“ and the double - D 
symbol EX] are trademarks of Dolby Laboratories Licensing Corpo- 
ration, 


2 Set the delay time 
@ Choose “DELAY” 
FUNCTION 


ee 


@ Adjust increase 


Gecresse 


J dell the volume 


- @ Press test tone 


@ Adjust the volume to the same level 
as the main speakers. 


(1) Choose “CENTER” or “REAR” 
FUNCTION 


(2} Adjust 


Softer 
® Stop the test tone. 


You can enjoy theater-like sound effects when you playback 


adjustment. _. 
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~ PRG LOG. IL 6a 


Each press of the CENTER MODE key switches the center modes a 
follows: 
© NORMAL : If you have a small center speaker. 
i @WITE RANT ; \f you have a medium or large center 
speaker. 
@ PHANTOM — : If you don’t have a center speaker. 

@ |f you can‘t decide whether you have a smail or medium sized cer 
ter speaker, compare the sound in both modes and choose the or, 
you prefer, 

@ The unit automatically remembers the center mode you've chose 
and only changes | when you reset the mode. 


The following switch sack time you press FUNCTION 


@ FELAY (DELAY TIME} 
@CENTER {CENTER LEVEL) 
@RERR (REAR LEVEL} 


@ The adjustment range for the delay time is 15 - 30ms and can k- 
adjusted in 1ms steps. 

@ Once you set the delay time the unit automatically remembers ar. 
only changes when you reset it. 


PUR UOT PEPER ERP PE PE TT TT TST TPR TPT TTP TT TVET ETAT EET 


@ The buzzing test tone moves once every 1,5 seconds 


With NORMAL or WIDE BAND With PHANTOM 


LEFT (i} LEFT (L) 
CENTER (C} i RIGHT (fF?) 
RIGHT (F) SURROUND (rear) (* 


SURROUND (rear) (5) 


sais reer) ae 


@ Make adjustments from your listening position. 

e The MULTI LEVEL CONTROL[ANY) key adjusts in 1dB steps. 

@ The volume level adjustment range is -10dB - +10cB. 

@ The rear level is stored in memory as the common settings wii 
“DSP” and “DSP LOGIC”, and the center level is stores as the coir 
mon settings with “DOLBY 3 STEREO” and “DSP LOGIC”. 


KR-V8070 (En) 
Please finish the DOLBY PRO LOGIC surround adjustments 
before you playback videos or laser discs with the 
DC [eousy sunnoons)] mark. 


BY. 


ae EO Pe 


OLOGIC surround playback. = 


fas Se rm ee a et ae arn ne mm cl eae ae SE ee 


Lights 


PROG LOGIC 


Each press of the key switches the modes as follows: (Remote con- 
trol unit) 


@ PRO LOGIC 
i @ 3 STEREO 


SURAOUND 


@DSP LOGIC (LARGE, SMALL] 
@ DSP (ARENA, JAZZ CLUB, STADIUM) 


cy eee Teh OA EEE FO BIE PES OTC Tt A ET SPE 


2 Start video playback. 


How decide the delay time a 


Example: When A=3m and B=3m 
The distance from the front speaker is A meters and the dis- | the delay time is 2Oms. 
tance from the rear speaker is B meters. 


7 
@ Howto Calculate 
the Delay Time A imi 
Delay time = 20+3 x (A-B) 
(unit of measurement: ms} 


Set the delay time to the number closest to the one you found using 
ether method one or two, 
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Using a center speaker when playing back videos with 2 
channel stereo, improves the dialog, and overall sound 
quality, by increasing the sound’s directionality. 


DU 


» ACU ac 


inn tis tet 


Sa ee ee Bada ect Setar oem iva Sree ee cies eee 


7 STE AEA r aa 


Each press of the CENTER MODE Le switches athe center wedee as 
follows: 


ie © NORMAL : If you have a small center speaker, 
@WITERBANT : \f you have a medium or iarge center speaker. 


NORMAL and WIDE switch when you press the center mode key. 


br hal He 
‘aha mere, Aa 


@ If you can’t decide whether you have a small or medium sized cen- 
ter speaker, compare the sound in both modes and choose the one 
you prefer. 

@ The unit automatically remembers the center mode you've chosen 
and anly changes when you reset the mode. 


er ETT ETON RT eT ER TE TTT TET TTT TT Th 


Balancing the volume. | @ The buzzing test tone moves once every 1.5 seconds 


Jeo 


Se elie F9 


@ Prass test tone. 


: LEFT (L) 
ij CENTER (C) 
: RIGHT (F) 


@ Adjust the volume to the same level 
as the main speakers. 


{1) Choose “CENTER”. 
FUNCTION 


{2} Adjust louder 


ANY iy 
Sostet @ Make adjustments from your jistening position. 


@ Stop the test tone. @ The MULTI LEVEL CONTROL(ANY) key adjusts in 1dB steps. 

e@ The volume level adjustment range is -10dB - +10dB. 

@ The center level is stored in memory as the common settings with 
“DOLBY PRO LOGIC” and “DSP LOGIC” 


3 Start video ida Ache 


Ee eR ETT EAE Zt 


Operation to reset 


return it to normal condition. 


Sound is not output. 


The STANDBY indicator blinks and sound 
is not output. 


Soundis not output from one of the speak- 
ers. 


Sound is not output from the Surround 
rear speaker and/or center speaker, or 
their sound is very small. 


A hum noise is generated when the 
PHONO input selector key is pressed. 


Tuner 


Radio stations cannot be received. 


interference. 


A station which was preset cannot be re- 
ceived by pressing the corresponding nu- 
meric key. 


The microcomputer may fall into malfunction (impossibility to 
operate, erroneous display, etc.) when the power cord is un- 
plugged while power is ON or due to an external factor. in this case, 
execute the following procedure to reset the microcomputer and 


Unplug the power cord from the power socket and, while holding 
the POWER key depressed, plug the power cord into the socket 
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e Please note that resetting the microcomputer clears the contents stored 


®@ The speaker cords are disconnected. 


e The VOLUME is set to the minimum posi- 
tion, 

@ MUTE is ON. 
{The MUTE indicator is blinking) 

e The SPEAKERS switches are set to OFF. 

@ The TAPE 2{MONITOR) key is set to ON. 


@ Speaker cords are short-circuited. 


@ The speaker cord is disconnected. 


® The BALANCE control is set to an extreme 
position. 

eThe rear-speaker cords and/or center 
speaker cord are disconnected. 

e The Surround play moce has not been en- 
gaged. 

e The REAR VOL. and/or CENTER VOL. con- 
trols are set to the minimum level. 


@ The audio cord from the turntable is not in- 
serted securely into the PHONO jacks. 
e The turntable is not grounded. 


® No antenna is connected. 

# The broadcast band is not set properly, 

e@ The frequency of the desired station is not 
tuned. 


@ Noise due to ignition noise of an automobile. 


e Noise due to an influence from an electric 
appliance. 
@ Noise due to a nearby TV set. 


@ The preset station belongs to a frequency 
that cannot be received, 

@ The preset memory was cleared because the 
power cord had been unplugged for a long 
period of time. 

e@ The TUNER input is not selected. 


in it returns it to the condition when it left the factory. 


@ Connect them properly referring to “Sys- 


tem connection”. - 
@ Adjust the volume to a proper level. 7 
~ 


e Set the SPEAKERS switchles} to ON, 
e Set the TAPE 2{MONITOR} key to OFF. 


e Press the MUTE key to OFF, 


@ Turn the power off, eliminate the short-cir- 
cuiting, then turn on the power again [F.7] 


e Connect it properly referring to “System 
connection”. 
@ Adjust the Left/Right balance. 


e Connect them properly referring to “Sys- 
tem connection”. 
® Set the presence mode. 


e Adjust the REAR VOL. and CENTER VOL, 
controls. 


e Insert the audio coed plugs securely into 
the PHONO jacks. 

e Connect the grounding wire to the GND 
terminal on the rear panel. 


e@ Connect an antenna. 
@ Set the broadcast band properly, 
e@ Tune the frequency of the desired station. 


~ EZ 


e Install the outdoor antenna away fram the 
road, 
@ Turn off the power to the appliance. 


@ Install the system farther away from the TV 
set. 


e Preset a station with a receivable fre- 


quency, 
# Preset the station again. 


® Select the TUNER input. 


Oo not use contact cleaners because it could cause a malfunticon. Be specially careful against contact cleaners containing oil, for they 
may deform the plastic components. 


“+ Remote control unit 


Batteries are exhausted. 

e The remote control unit is too far away from 
the main system, controlling angle is too 
large, or there is an obstacle in between. 


e The audio cords and system controj cords are 
not connected properly. 

e@ The source component to be operated does 
not contain the tape(s) or CD. 

e An attempt is made to play a tape which is 
being recorded in the cassette deck. 
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e@ Replace with new batteries, ~P.Q 
@ Operate the remate contro! unit within the 
controllable range. 


e Connect properly referring to “System con- 
nection". +([P.4 

e Place the tape(s) or CD in the source com- 
ponent to be played, 

e Wait uniti the recording is completed, 


Do not use contact cleaners because it could cause a maifunticon. Be specially careful against contact cleaners containing oil, for they 


may deform the plastic components. 


remote control Key correspondence tabl¢ 
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Refer to the following table before remote controlling each function. Pressing one of the illustrated keys in the table activates 


the function according to the selected camponent. 
COMPONENT (-) (ver) (LD) 
- iu : 
ON/OFF ON/OFF ON/OFF 


(TV/CABLE) 


aia 
bas 
rc 
ma) 
bey 
| ined 
ry 


DISPLAY 
key WER | Re 


ON/OFF 


i 
HL 
Hh 


sa 
mS 


+10 +10 +10 +10 


PLAY TV VOLUME UP TV VOLUME UP 


: 


LA 


we 


STOP STOP STOP TV MUTE TV MUTE 


TV VOLUME TV VOLUME 


DOWN 


Pp 
Vy si 
t/ 


it 
jt 


itt 
ih 


f 


FAST FAST 
FORWARD FORWARD FORWARD 


FAST FAST FAST 
REWIND REWIND REWIND 


RECORD RECORD 
VCR1/TV VCR2/TV 
INPUT SELECT INPUT SELECT OPEN/CLOSE 


VCRI VCR2 
CHANNEL UP CHANNEL UP 


Fe 
i 
/ail 


ta 


TV/VCR 
INPUT SELECT 


TV/VCR 
INPUT SELECT 


CABLE TV 


CHANNEL UP CHANNEL UP 


g 
4 
g 


Ei 


VCR1 VCR2 SEARCH CABLE TV 
CHANNEL CHANNEL DOWN CHANNEL CHANNEL 
DOWN DOWN DOWN DOWN 


: , |AIKO 


VCR set-up code 


015 
056,064,068,076,257 
045,177 

ANAM NATIONAL 
AUDIOVOX 
BELL & HOWELL 
BLAUPUNKT 
BROKSONIC 
CANON 
CAPEHART 
CARVER 

E 


36,199,226,376 
50,182 


| 
m 
= 
2) 
m 
= 


<si= r C. 
5/5 |%|9 

31Q|~ |@ 
gig] | 
S\z 

rs) 


= 
> 
4 
> 


096 
087,293 
062,255,286 


© 


CURTIS MATHES 
DAEWOO 
DAYTRON 
DYNATECH 
EMERSON 


035,060,061,102,293 


015,017,052,076,136,199, 
223,224,226,227,309,310,376 
062,069,081,119 


20,075,080 
6 
47,294 

33,052,053 


oJ 


GENERAL 
GO VIDEO 
GOLDSTAR 
GRADIENTE 
HARMAN/KARDON 
HITACHI 

Cc 


NM |S 


53,090 
15,056,057,080, 120,181 


rs 
S| 
gl 
© 


vc 023,056,082 
053,056,061,082 
015 


087 


LLOYD 


X 
Z 


15,050,054,096,125,164 
50,053,096 


© 
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063,119 
[MGA [058076 
[MGNTECHNOLOGY| 255° 
MTC (015,255 
015,087 
‘NAD [073 
[NATIONAL [0450 
NEC 
(NIKKO [052 
(NOBLEX [2550 
/PHILCO) =|0500 
[PHILIPS | 050,077,096,125 
PLOT [oz 
[PORTLAND [0350 
054 
|QUARTZ [061 
|RADIOSHACK |015,052, 
RCA 050,057,080,092,111,120, 
164,217 
RCAUNIFIED [075° 
077,081,119,255 
RICOH —Csfo49 
fRuNCOf054 
[SAMSUNG [060,068,255 
SANSUI | 056,082,097,286 
hall iene 
081,119,120 


VER set-up code 


| Maker | Setupcode 
SHARP (063,077 
SHINTOM 


SONY 047,048,049,050 


057 
SYLVANIA 050,058,096,125 


SYMPHONIC 


TATUNG [056 = —— sd 
TEAC —s|015,056 sd 
TOTEVISION [052,255 0 
[UNITECH [2550s 
|VECTORRESEARCH| 053,055 
[VIDEOSONIC| 255 
015,050,057,062,063,077, 
087,164,227,255 
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LD set-up code 


AWA [218 
DENON, [18700 
FUNAL |278 


MAGNAVOX | 079,232,256 


MARANTZ 079 


NAD | 074 


074 
REALISTIC [218 
SHARP (016 
SONY 208,216 
YAMAHA [232 Cd 
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| TV set-up code 


a 
JADMIRAL |108 = 188,242 
INFINITY (069) 
JAKAL [045,113 069 
FANAM [018,019,195 
}AOC _—| 018,034,045,067,152,200__| PON eee] 
[KAWASHO [231,323 
KMc 121 Cs 
jLoGK —ssjoa7— Cs 
[CARVER [069 
045,054,061,063,071,075, LXI 
107,201,295 MAGNAVOX 
201,202 
fcraIG. [795 st—“‘(L CT ATSUT 232 
[CROWN [054,063,195 
[MGA__—| 034,045,165,170,193 
|MULTITECH [06423200 
ool 
198,200,251,285,295,297,478 /NEC —_— | 034,045,051,071,185 
[ENVISION [045 CSdT: SSE ICAMAGIC [230 
FISHER [169,174 SiS | NIKKO —s 045,107,332, 
FONWA [195 
[FUNAL ==[194,195 —=‘TsC (ssL TON, 25T 


FUTURETECH [195 


036,042,044,062,066,070, 
189,193,297 


GENERAL 
GOLDSTAR | 016,017,034,045,054,063, 
071,121,193 


HALLMARK [193 


PANASONIC | 066,069,070,177,265,353 


PENNEY 017,033,034,036,045,047,054, 
062,063,075,125,150,164,171 


PENNY 066 


PHILCO 034,035,039,043,045,069, 
201,202 


PHILIPS 015,069 


TV set-up code 


ee 
046,054,063,067,193 

[PULSAR [032 
IRCA ~—_—| 033,034,044,053,150,189,412 
[RCAUNIFIED| 06200 
REALISTIC [169 = 
[RHAPSODY [231 
FRUNCO [032,045 
| SAMSUNG __| 034,045,047,054,063,071,075 | 
el 

169,171,174,186,193,194 

[SHARP [108180 
[SIGNATURE |031 
/SOUNDESIGN | 193,195,201 


SPECTRICON 


wn 
Cc 
<] 
| 
rT 
= 
> 
© 


¥ 


SYLVANIA 


”n 
=| 
a 
c 
=| 
rm 


035,039,043,045,069,080, 
201,202 


Cc 
054,063,108,233 
018,064,070 

066,265 | 

071 
031,034,054,063,071,075, 
107,165,194,195,201,327,337 
TERA 046 

MK 071,193 

051,075,164,169,171 


TATUNG 
S 


Pil itl |3> | 3s |e 
O10 ziz 
£/2iC/0/\%s 
2/2/2\<|=z 
O19 @) 
\@) <= 
<; < 


a | 
mi 
ral 
< 
x 
> 


— 


TOSONIC 


TOTEVISION | 054,063 


= 
e) 
n” 
= 
w 
> 
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ULTRA 
UNIVERSAL 
VECTORRESEARCH| O45 Cid 
VICTOR 
VIDEOCONCEPTS| 113, Cd 

(034,193 


VIDTECH 


VIKING 

WARDS 031,034,035,036,042,043, 
044,045,069,071,111,180, 

189,193,194,202 


034,045 | 


YAMAHA 
ZENITH 
ZONDA 


1; ») CABLE set-up code 


PHILIPS ECG 
PIONEER 
POPULAR MECHANICS 
PULSAR 


REALISTIC 
REGAL 


= 022,026,028,032 
[ANTRONIX [22200 
[CENTURY [168 == 
[CITIZEN =|168 i CCCs 
[CONTEC [034 — 
FELECTRICORD|093,— 
/GCELecTRONIS [222,00 
GE sf2a724ag sd 
[GEMINI | 030,072,085,257, 
[GENERALINSTRUMENT| O26 
HITACH! [026 = Cid 
168 
041,062,113,291 
[MACOM (048 
[MEMOREX (015 = 
[NORTHCOAST |3290 0 
[NSC | 078,085,171 
}OAK «| 022,034,263 
PANASONIC [0361220 =i 
PARAGON [015 
075,168,305 


038,159,275 


035,274,288,294 
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REGENCY 
REMBRANDT| 085 


/RUNCO 
[SAMSUNG [055,159 
SIGNAL [030,055 
[SIGNATURE [0260 
[SLMARX [055 
[SPRUCER [036,322.00 
‘stwoarocomoes [147 
[STARGATE |030,055 
TEKNIKA [161 
|TELECAPTION|2360 0 
TOSHIBA [015 
[UNIKA [168.2220 
UNITEDARTISTS|02200 
UNITEDCABLE|O18 
054,092,093,168,206,222,337 


ViDEOWAY [265 
|VIDTECH [2590 
VIEWSTAR 


Audio section 


Rated power output at the STEREO operation 


120 watts per channel minimum RMS, both channels driven 
at 3 Q, from 20 Hz to 20,000 Hz with no more than 0.06 % 
total harmonic distortion {FTC) 


Power output at the Surround operation 


Front (1 kHz, 0.7 % T.H.D. at 8 Q) ............ 100 W + 100 W 
Center (1 kHz, 0.7 % T.H.D. at 8 QQ) .......:2:ceceeeeeneees » 100 W 
Rear (1 kHz, 0.7 % T.H.D. at 8 Q) oe 50 W +50 W 
Total harmonic distortion (1 kHz, 8 Q).......... 0.01 % at 60 W 
Frequency response ...........00 12 Hz ~ 70 kHz, + 0 dB, —-3 dB 


Signal ta noise ratio (IHF A} 
PHONO (MIM) ........-..2::cssescorsscsrestessssssstsssessenesseneenseeress 29 OB 


CD a iscacetiicehdeniasteazdtiadcieenteat nat heer ee cle rear 98 dB 
Input sensitivity / impedance 

PHONO) (MINA) sccccsivscsivencevetesasasccicseeciccicethecan 2.5 mV / 47 kQ 
OD pxicesereeit aca suet hos ade eecieeemias acetates . 200 mV / 47 kQO 
Output level / impedance 

SUB WOOFER ix sscihncneiee cena 2.0V | 6000 


Tone controls 


BASS. sosissistesinssincvantsoniscaststesncscmeneneeces £10 GB.(at 100 Hz) 


BS 1 =) > | aaa er en + 10 dB {at 10 kHz) 
IB CirCit eiciiccesieive cereus ecescdatzecessctettanbestendiess + 9 dB (70 Hz) 
Video sectian 

VIDEO inputs / outputs (Composite) ............. » 1Vp-p / 752 
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FIM Tuner section 
Tuning frequency rang®e.............0ssseseers 87.5 MHz ~ 108 MHz 
Usable sensitivity (IHF) ................... 13.2 dBF (1.2 pV at 75 Q) 
50 dB quieting sensitivity 
PERE  cccticecaciSacenic ieee cis 41.2 dBf (32 pV at 75 Q) 
Total harmonic distortion at 1 kHz 
NWIONG soi ccixiiiaetioieain teen eck wees 0.6 % 
STEREO fisstocs cs duit neictieee eee 0.7 % 
Signal to noise ratio at 65 dBF (!/HF} 
VIO INO asics Secs atts siseatiasa Acs stanaeueeseeneines 75 dB 
STEREO cit citeiNecseiaccciasacsiteeetemenmastalancmne 68 dB 
Selectivity (HAF +400 KHZ) .........:...::0:c:2::ssscrseesernevecssenares 50 dB 
Stereo separation (IHF at 1 KHZ) ............2ccsessessssestssesass 40 dB 
Frequency response .......... 30 Hz ~15 kHz, + 0.5 dB, — 3.0 dB 
AM Tuner section 
Tuning frequency range ..........0...02222000 530 kHz ~ 1,700 kHz 
Usable sensitivity ............::cccccccsssrsersees 12 pV / {500 pV / m) 
Total harmonic GiStOrtion ......2.....2202:0:ssscsessessssnnssserssness 0.7 % 
Signal to noise ratio ,........-.:20ceersssvecsssseusesessseasssssnanczsses 48 dB 
oe OT EG as cece ease oeteecdosvictuicecseudosmebes 30 dB 
General 
POWEY CONSUMPTION ....... 0000 c0recneerereerecenenrenes snes cress eneneneenenee 4A 
AC outlet 
SWITCHED .........20:c:c2cceececreerees 2: (total 200 W, 1.6 A max.) 
Dimensions ..............002.:001eee eee W:440 mm (17-5/16”) 
H:166 mm {6-9/16”7) 
D:404 mm (15-7/8”) 


Weight (ret) .......cccccccscersesscesnursavavesrensssansesanersaes 13 kg (28.7 Ib) 


Audio section 


Rated power output at the STEREO operation 
{EJAJ) 1 kHz, 10 % T.H.D., at 8 Q2 ........22....0 147 W + 147 W 
(DIN/IEC) from 63 Hz to 12,500 Hz, 


0.7 9% T.H.Diy at 8 OO) eceicsescninieisesienseees 120 W + 120 W 


Power output at the Surround operation 

Front (1 kHz, 0.7 % T.H.D. at 8 Q) ............ 100 W + 100 W 
Center (1 kHz, 0.7 % T.H.D. at 8 2) ...cccssscsnrscesccessseees 100 W 
Rear (1 kHz, 0.7 % T.H.D. at 8 Q) .............. 50W+50W 


Total harmonic distoartion.......... (1 kHz, 8 Q) 0.01 % at 60 W 
Frequency response ............. 12 Hz ~ 70 kHz, + 0 dB, -3 dB 
Signal to noise ratio (IHF’66) 

PHONO (MM) ssiicisticctsccicstiencet Rinne 75 GB 
CCD seasticuissctenses spsctecs Orapbiiosaaetbi nets eetasaie eae ~ 98 dB 
Input sensitivity / impedance 
PHONO (MM) .......-.cercererees 

CD a aks oiteiainnde 
Output level / impedance 

SUB WOOFER ......22:.20csseererrevrecsertecenetsetentesenneeee 200 Vf 600 Q 
Tone controls 


sereeeeeeee 25 MV | 47 kKQ 
wees 200 mV / 47kKQ 


BAGS costed actu + 10 dB {at 100 Hz} 
UE BEE cescediea nciheceeci aude ntadacbecaccciate dete ww + 10 dB (at 10 kHz} 
NBs Ciel saciccncccnciiekiciasene +9 dB (70 Hz} 
Video section 

VIDEO inputs / outputs (Composite) ............... 1 Vp-p / 752 


vy fo ensure sate operation 
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FIM Tuner section 

Tuning frequency range...................--- 87.5 MHz ~ 108 MHz 
Usable sensitivity (IHF) ................. 13.2 GBF (1.2 pV at 75 9) 
50 dB quieting sensitivity 

STEREO «ic dictiiine eee 41.2 dBf (32 LV at 75 2) 
Total harmonic distortion at 7 kHz 

VICI oicoces ask ine de ere ee area eed 0.6 % 
STEREO isi he ee eee eee ene 0.7 % 
Signal to noise ratio at 65 dBf (IHF) 

7 | | ae Sr ee See cr nee rte renee ee ener 75 dB 
STERE Oi sccsseccenceiinscisccntitisnthiacidcc eta 68 dB 
Selectivity (IHF + 400 KH) ...............22.2222ereerereevsssoenoeeenes 50 dB 
Stereo separation (IHF at 1 KHZ) ......-...:ccccccrscsersonssonseeee 40 dB 
Frequency response ......... 30 Hz ~ 15 kHz, + 0.5 dB, — 3.0 dB 
AM Tuner section 


Tuning frequency range 


= £2 5 | pen Se enn RSNA eo OR 531 kHz ~ 1,602 kHz 

AQ HAZ ite cerleesen econ eee es 530 kHz ~ 1,610 kHz 

Usable sensitivity ..........:::cccssesee rere 12 LV / (500 WV fm} 

Total harmonic dIStortion .........:ccccescssercevencerareennseenseees 0.7 % 

Signal to noise ratio .........1...22:cecccessrssrsussasssseesrerertenense 43 dB 

SONS CEI IEY iicc ics cscs aussie eek a oectentenn Se ceesoseeeneeeweied 30 dB 

General 

Power CONSUMPTION ............:sccecsesesnesererrerrrsenrrterereseseunes 400 W 

AC outlet 

SWITCHED visu cinticscherceeieee coins 2: ( total 30 W max.) 

{Except for Australia) 

Dimensions ..............50200 ea sav uducduunses ida yitinaniiceivante W:440 mm 
H:166 mm 
D:404 mm 

Weight Inet) 3 ccicicaiscdc a er erakt nie 13 kg 


KENWOOD foliows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 


